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MANUAL OPERATED NOZZLES

GRUPPE AUSFUHRUNG GE- SCHLAUCH- BESTELL-
WERKSTOFFE WICHT| ANSCHLUSS NUMMER
5 Construction Details - Materials Weight. Hose Inlet Size Part E l H F l Ex
Number
Section Specification ~ kg G Type
STANDARD-AUSFLHRUNG: | Bijgel R1"AG Zapfventil ZV 19, nicht automatisch, GréBe 3/4", fir Diesel,
\r/nollIschlf:ucshcbete:%\k/)epelste'-rjr: guard 1 0,7 1" BSP male ZV19.1 Heizél EL, Petroleum, Ole (auch Pflanzendle) bis max. 100 I/
Schlauchanschluss. Aufhalte- mit/ with ER 127.2 min. Nenndruck bis 3,5 bar, mit stérkerer SchlieBfeder EF 362
’ fir Betriebsdruck bis 5 bar.
raste/Rastenstecker*) und | _. .
festem Auslaufrohr. Gehause, | BUgel 2 0.7 R1"AG 2V 19.2
n Rohr und Schlauchanschluss | guard ’ 1" BSP male S ZV 19
z aus Aluminium, Blgel aus mit/ with ER 127.2
< Aluminium oder PA, Innenteile R 1" AG
o Delrin, Dichtungen NBR. "
o ’ 9 0,7 7V 19.40 ER 127.2
= *)Fir Benzin muss der Rastenstecker ’ 1" BSP male L
g’ EB280 entfernt werden. Zapfventil mit/ with ER 127.1
é muss beim Loslassen selbsttétig
8 schlieBen (‘Totmann-Sicherung'). R1"1G I
; - ) 0.7 | 47 BSP female Vi
O Biigel mit/ with ER 127.1 >
s STANDARD SPECIFICATION: " 4
< With checkvalve forwet hose | 9Uar 3"
- ; e : /4" NPT IG
3 dispensing, fixed hose inlet, 0,7 " ZV 19.43
< lever latch with removable 3/4" NPT female .
= . ) mit/ with ER 127 1
N latch pin*) and fixed spout.
g Body, spout and hose inlet G 34" 16 ZV 19 manually operated dispensing nozzle, DN 19 (3/4"),
IS of aluminium, guard of alu- 4 for diesel, fuel, petroleum and oils (also vegetable oils) up to
& , g 0,7 " ZV 19.44 A ; PN
S minium or PA, inner parts 3/4" BSP female o 100 Itr./min. Working pressure 3,5 bar (50 psi), with stronger
P acetal resin, seals NBR. mit/ with ER 127.1 spring EF 362 up to 5 bar.
kst *)For gasoline: safety regulations may i "
QL restrict the use of the hold open latch BuQeI 8 0,7 R,;I |G ZV 19.81
S =@aeadman adevice (Full out .
| deadman device (Pullout EB 280). | | guard 1" BSP female
o mit/ with ER 127.1
<
L Leerschlauch-Ausfiihrung 19, L
@ P
% without check valve for dry hose delivery
3 Spezial-Typen:
@ ohne Aufhalteraste und Rastenstecker 219D
‘§ T without lever latch, latch pin (dead man’s handle) "
% Special types:
E Mit starkerer SchlieBfeder EF 362 bis 5 bar 219,50
— ...ohpar
E with stronger valve spring EF 362 up to 5 bar
z
g Dichtungen : PTFE |, o Fiir Lésungsmittel
o Stahlteile ersetzt durch seals PTFE gemaB umseitiger
% rostfreien Edelstahl. Bestandigkeitstbersicht
Z Schalthebel blau rilsanisiert. . e -
E Festanschluss Aluminium. | mit Sieb Dichtungen : Viton 2V 19..Vi
s Losungsmittelausfiihrungen | 400 my seals Viton (FKM) for SO{VE”tS as per
e (TD, Vi, VD, EP): Ventilein- | ____ chemical resistance
% satz aus Rotguss. . ] chart overleaf
z with screen Dichtungen : P(Mrethan 2V 19..\D
o — 400 mesh seals polyurethane y
9 Steel parts replaced by V9.1 Vi
% stainless steel. Dichtungen : EPDM 2719, EP
Lever rilsan coated. Fixed —
-]
N hose inlet aluminium. seals EPDM
9 Solvent types (TD, Vi, VD, - ‘ i}
E EP): Valve seat of bronze L-Type fiir Wasser-Dichtungen NBR V19 WL Fir Wasser
(:5 dry hose delivery for water-seals NBR for water
2
. Leerschlauch-Zapfhéhne ZL fiir
z "
E Type 'ZL': DN 32 29 R 111/’2 AG ZL 116" Mineral6lprodukte und Lésungsmittel
z Leerschlauch-Ausfiihrung | 0.D. =35 ’ 172" BSP male (s. umseitig) fiir 50 750 Liter/Minute, )
E ohne Riickschlagventil. Betriebsdruck max. 4 bar
@ Ganz aus Messing, nach- -
o dichtbare Stopfenbuchse " to
> mit PTFE-Packung. 34 | R2'AG 7L 2" es
i ’ 2" BSP male i &
o Type 'ZL-VK': -
b4 mit Tankwagen-VK Kupp- DN 40
2 lung (2" oder 3")nach EN | (0.D. =45
g 14420-6 (DIN 28450) R 2%" AG
) M
=<Z): N 3,5 215" BSP male ZL 2% ZL General Utility Nozzle, for oil products ZL
w and solvents working pressure max. 4 bar.
P Type 'ZL':
2] Dry hose delivery nozzle
z without check valve.
8 Body and spout: brass, 3.8 VK 50 (2") ZL-VK 50
= sealing : PTFE packing.
T , . DN 40
ype 'ZL-VK':
with TW-coupling adapter 0.D.=45
VK (2" or 3") to EN 14420-6
(DIN 28450) 4.4 VK 80 (3") ZL-VK 80
1982 Zapfventil ZV 19 nicht automatisch - Zapfhdhne
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Bestandigkeitsiibersicht fiir ZV + ZL - Chemical Resistance Chart for Manual Nozzles ZV + ZL

Medium (bei Raumtemperatur) ZV 19 ZV 19, ZV 25 ZV 400 (zv 500, ZVF 40) ZL
Bei Gemischen alle Komponenten beachten! Type Standard| 'TD' Vit 'VD' 'EP' [Standard| 'Vi' 'VD' 'EP'

Fluid (at ambiente temerature) Dichtungen - seals NBR PTFE | Viton PU EPDM |NBR/VD| Viton PU EPDM | PTFE
All components of mixtures must be considered! Gehéduse - body Alu Alu Alu Alu Alu Alu Alu Alu Alu  |Messing
Aliphatische Kohlenwasserstoffe: Benzin, Diesel, Heizél EL, Petroleum, M 15,

Flugtreibstoffe, Super bis 50 % Aromatenanteil #)

Aliphatic hydrocarbons : gasoline, diesel, fuel oil, crude oil, petroleum, M 15, A A A A ¢ A A A c A
jet fuels, super up to 50 % aromatic content

Aromatische Kohlenwasserstoffe: Benzol, Toluol, Xylol, Nitroverdiinnung _ _

Aromatis hydrocarbons: benzene, toluene, xylol c A A A-B c c A A-B c A
Chlorierte Kohlenwasserstoffe: Tri-/ Perchlorathylen, Tetrachlorkohlenstoff c A A B c c A B c A
Chlorinated hydrocarbons: tri-/perchloroethylene, carbon tetrachloride

Methylenchlorid/ methylene chloride [} A B (o} C (o} B C C A
Alkohole, technisch: Athyl—, Butyl-, Isopropyl-, Methylalkohol, Methanol, M 100, Ethanol _ ) _

Alkohols, commercial: ethyl-, butyl-, isopropyl-, methyl alkohol, methanol, M 100, ethanol B A B-C B A B B-C B A A
dinnflissige Nahrungs-/Genussmittel, Spirituosen, Trinkwasser _ Bitte anfragen mit Medium, Konzentration und Druck B
fluid foodstuffs, spirits, drinking water Consult Elaflex specifying medium, concentration, working pressure

Ester, Acetate: Essigester, Athylacetat, Butylacetat

ester, acetates: acetic ester, ethyl acetate, butyl acetate c A ¢ B B ¢ ¢ B B A
Ather: Athylather, Dimetylather, Amine

Ether: ethy lether, dimethyl ether, amines c A c B B C c B B A
Ketone: Aceton, Anon, Methylethylketon MEK

Ketones: acetone, anone, methyl ethyl ketone c A ¢ B A c c B A A
Aldehyde: Acetaldehyd, Benzaldehyd, Formaldehyd

Aldehydes: acetaldehyde, benzaldehyde, formaldehyde c A ¢ B A c ¢ B A A
Enteisungsflissigkeiten, Frostschutzmittel mit Wasser, niedere Alkohole _

Defrosting fluids, anti-freezing fluids, containing water B A B A A B B A-B A A
Wasser, anorganische Salzldsungen, schwache Laugen/Sauren _ Gehause Alu _

Water, anorganic salt solutions, weak alkalis, acids c A B B-C Body Alu c B B-C c A
Sauren und Laugen: Mineralsauren, Oxidationsmittel, Carbolsaure, starke Laugen c Bitte anfragen mit Medium, Konzentration und Druck

Acids and alkalis: mineral acids, oxidising agents, carbolic acid, strong alkalis Consult Elaflex specifying medium, concentration, working pressure

A = gut geeignet /good - fluid has little or no effect

B = geeignet mit Einschréankungen / fair - fluid has minor or moderate effect

C = nicht geeignet /not suitable

*) Alkoholhaltige Treibstoffe: Kunststoff-Schauglas EG 467 durch Schauglas EG 466 ersetzen / Fuel containing alcohol: replace plastic sight glass EG 467 must replaced with sight glass EG 466.
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Ersatzteile ZV 19

1) Das Gehduse wird nicht als
Ersatzteil geliefert.

2) Standard-Dichtungen NBR und PU.
Bestellnummern fir Dichtungen aus
EPDM, Viton, PU und PTFE siehe
Ersatzteil-Preisliste.

3) Bestellnummern fir Sonderteile aus
nichrostendem Stahl siehe Ersatz-
teilpreisliste.

4) Zum Einkleben des Rohres Zwei-
komponentenkleber EW-UHU 300
verwenden.

5) Zum Einschrauben des Schlauch-
anschlusses das Gewinde im Alu-
miniumgehause leicht einfetten.

ER 1271 EB285——%
— EF 286.2+—
EF 184—
Spare Parts ZV 19
1) The nozzle body is not delivered EA 189.1 8

as a spare part.

2) Standard seals of NBR and PU.
Spare part numbers for seals of
EPDM (EPT), Viton (FKM), Poly-
urethane and PTFE see spare parts
price list.

3) Spare part numbers for stainless
steel parts see spare parts price list.

4) To fix the spout use two compo-
nents adhesive EW-UHU 300.

5) Before screwing the fixed hose
inlet into the nozzle please grease
the thread of aluminium body.
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EF 1629

-. EF 362 (f. 5 bar)

EB114

EB 115 EF 2653>|

EV187 EO 1712) EG118
EF 196 R1"AG —EG173
1" BSP male
Nur fur 'L'-Type. R1'IG
EF 265 muss fur " ——EG 1731
Leerschlauch-Betrieb G= 1" BSP female
entfernt werden. = 3y
— 3/4.. NPTIG EG1733
"y 34" NPT female
For 'L'-type only.
EF 265 has to be removed R 34" 1G
for dry hose delivery. 34" BSP female —— EG 173.4
B/ EG 281.3 g EG 281.3M




