ELAFLEX

Produktplaketten EK 145 zeigen die gewahlte Kraftstoffsorte direkt
am ZVA Zapfventil, um Fehlbetankungen zu verhindern. Auch Firmen-
logos oder Verkaufsférderung konnen gedruckt werden, ohne dafiir die
schlanke Kontur des Zapfventils durch sperrige Werbehillen zu stéren.

Die Plaketten bestehen aus bruchfestem, weiBen Polyamid und sind
bei Werbeaktionen leicht und schnell auswechselbar.
Der Aufdruck ist dauerhaft vor Kraftstoffdampfen,
Witterungseinfliissen und Kratzern geschiitzt.

Product Badges EK 145 fit on all ZVA nozzles
and are a good way of showing the selected fuel
grade to avoid misfuellings. Text messages or
company logos can be printed on the badge.

An effective way of company or product promotion

without the need for bulky advertising platforms spoifling

the aesthetic shape of the nozzle.

The badges are made from highly break-resistant white polyamide.
They are easy to fit and ideal for retrofitting or grade change-overs.
The image is resistant to fuel vapour, weathering and scratching.

Unbedruckte Plaketten zur Aufbringung
von Aufklebern. Hinweis: Lebensdauer
bedruckter Plaketten deutlich hoher.
Blank product badges for application
of stickers available. Note: Frinted

badges show superior durability. 0

Eigene Motive:

Fir individuelle Designs nutzen Sie bitte den
http://badgecreator.elaflex.de oder senden
uns lhre Motive per E-Mail.

Verwenden Sie fur lhren Entwurf moglichst
professionell erstellte Vektorgrafiken. Schriften
sollten in Pfade umgewandelt sein. Andere Da-
teiformate wie PDF, TIF, JPEG, PNG, GIF oder
BMP in hoher Bildqualitat kénnen auch verarbeitet
werden. Weitere Details siehe Information 2.10 D.

Gestaltungstipps:

Achten Sie auf gute Lesbarkeit mit starken Farb-
kontrasten und méglichst groBen Buchstaben.
Beste Lesbarkeit erzielt man mit groBen, dunklen
Farbflachen und Buchstaben in Kontrastfarbe.
Aufgrund von Verschmutzung ist dies besser als
Motive mit groBen hellen Flachen und dunkler
Schrift.

Aufkleber:

Es ist méglich, auf unbedruckten Plaketten (EK
145/0) selbst produzierte Sticker aufzukleben; die
zu bedruckende Flache ist klebefreundlich mat-
tiert. Es hat sich jedoch in der Praxis gezeigt, dass
diese Losung nicht so langlebig wie unsere be-
druckten Plaketten ist. Wir raten daher von der
Verwendung von Klebestickern ab.

Montage:

Schutzlberzug an den vier Dinnstellen durchs-
techen. Plakette mit den Spitzen genau auf die
Durchstecklocher aufsetzen. Dann bis zur Ein-
rastung kraftig durchdriicken.
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Your Design:

For your enquiry of custom made designs please
use the http:/{badgecreator.elaflex.defen or
send the files per E-Mail.

Please send professionally made vector graphics.
Type fonts should be converted to paths as not
all fonts are available. Other data formats can also
be used, such as PDF, TIF, JPEG, PNG, GIF or
BMP, but vector graphics are preferred. Further
details see information 2.10 E.

Hints for the Layout:

We recommend using strong colour contrasts
and large letters. The message is best read
when using a large, relatively dark coloured
background surface with text in a contrasting
colour. Due to accumulation of dirt when in use
it is not advisable to leave large white surface
areas.

Stickers:

It is possible to use adhesive stickers and apply
them on plain white badges (EK 145/0) - the
tarnished printing surface is sticker-friendly.
Nonetheless, long-term experience shows that
the result is by far less durable than our printed
badges. Therefore we do not recommend to use
stickers.

Assembling :

With a screwdriver make holes in the four guide
points of the scuffguard. Position the spikes of
the badge onto these slots and press the badge
until it sits perfectly.

Produktplaketten fiir ZVA

Product Badges for ZVA
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With Directive 2014/94/EU, the European Union
decided that the dispenser, vehicle and nozzle need
to be marked with fuel grade labels to provide clear
information which fuel is suitable for the vehicle. The
standard EN 16942 : 2016 has been created to im-
plement the Directive.

Until autumn 2018 all filling points shall be equip-
ped with the new fuel grade identification.

For the retrofitting of ZVA nozzles, Elaflex has deve-
loped the Fuel Grade Identifier 'EK FGI'. It is fixed
by the well known Product Badges EK 145 and can
be fitted on-site within seconds.

The Fuel Grade Identifier are made of weather and
deformation resistant plastic (temperature range
-40° up to + 55°C).

Product Badge

EK 145
Assembly
Fit product badge EK 145 to the Fuel Fuel Grade |dentifier
Grade Identifier. [=] i1 8 FICEal

With a slot screwdriver punch holes into
the four recessed slots of the nozzle
scuffguard. Position the spikes (legs) of
the slogan badge on these slots and press
the badge until it sits perfectly.
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